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PNW32NW62

CE X

Led Panel model PNW32NW62 branded Silversun,
60x60cm, for installation in technical ceiing. Beam
angle 95° and glare rating index UGR<19. White

"< aluminum body and prismatic polycarbonate diffuser.
Colour temperature 4000K, luminous flux 3.900 Im, color
rendering index >90, R9>50, power 32W, 220-240 VAC/
50-60 Hz. Dimensions length 620mm x width 620mm x
height 90mm and weight 2,5 Kg.
DATOS LUMINICOS OPTICAL DATA
Flujo luminoso 3900 Im Beam angle 95°
Eficiencia 120 Im/W Diffuser model Prismatic
Reproduccién cromatica =90 Diffuser material Polycarbonate
Valor R9 =50
Temperatura de color 4000K MECANICAL DATA
Colour chromatic (sdcm) 15 Body material Aluminum
Body colour White RAL9016
DATOS ELECTRICOS IP protection rate P20
Potencia 32w IK protection rate IKO6
Tension nominal 220-240V AC
Frecuencia de red 50/60Hz FUNCTIONAL DATA
Factor de potencia 20,95 Working temperature -20°C a 40°C
Distorsion armoénica THD <20% Lifespan (L70B10 25°) >145.000h
Corriente de arranque 27A
Unidades max por MCB C16 56 LOGISTICAL DATA
Regulable No EAN code 8436546699330
Fuente alimentacion External Device dimensions 620x620x90mm
Clase de proteccion Class Il Device weight 2,5kg
Units per box 1
Box dimensions 720x690x250mm
Box weight 16,40 kg
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