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Solar LED Street light model SSL30NW branded 
SilverSun, 109cm length, asymmetric beam angle, 
integrated solar controller and motion sensor. Grey 
aluminum body and polycarbonate optical lens 
diffuser. Color temperature 4000K, luminous flux 
4.700lm, color rendering index >70, power 30W, 
protection indexes IP65 and IK08. Dimensions 
length 1090 mm x width 420 mm x height 89 mm, 
weight 15 Kg.  
 

  
LUMINOUS DATA  OPTICAL DATA   

Luminous flux 4.700 lm Beam angle Asymmetric 
Efficiency 156 lm/W Diffuser model Optical Lens 
Colour rendering index CRI ≥70 Diffuser material Polycarbonate 
Colour temperature 4000K   
Colour chromatic (sdcm) 2,3 MECANICAL DATA  
  Body material Aluminum 

SOLAR/ ELECTRICAL DATA  Body colour  Grey RAL7001 
Power 30W IP protection rate IP65 
Solar Panel Type Monocrystalline Silicon  IK protection rate IK08 
Battery Type LiFePO4 battery   
Battery Capacity 12.8V/30AH LOGISTICAL DATA  
Charging time  6 hrs EAN code 8436546699996 
Working time 12 hrs Device dimensions 1090x420x89mm 
  Device weight  15 kg 

FUNCTIONAL DATA  Units per box 1 
Working temperature  -10ºC a 60ºC Box dimensions 1150x470x145mm 
Lifespan (L70B10 25º)  >184.000h Box weight  16 kg 
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